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EWM	  LED	  Sunflower	  High	  Bay	  50W	  70W	  90W	  
Replaces	  100W,	  150W	  and	  200W	  HID	  

Features	  
• Equivalent	  to	  10W,	  150W	  and	  200W	  HID.
• Private	  tooling	  and	  compact	  design.
• Original	  Nichia	  chip	  from	  Japan	  and	  Mean	  Well	  driver.
• System	  efficacy	  up	  to	  130lm/W.
• IP65(	  IP20	  for	  50W),	  IK08/IK10.
• Elegant	  metal	  nameplate	  on	  product.
• Multiple	  installations:	  loop	  hanging.
• 1-‐10V	  dimming,	  Dali	  control,	  Microwave	  motion	  sensor	  control	  and	  ZigBee	  control

available.
• 5	  years	  warranty

Ordering	  information	  
Family	   Size	  

(in.)	  
Watts	   Driver	   Lens	  	  	  Beam	   	  	  	  	  	  	  	  	  	  CRI	  	  	  	  Color	  

Connector	   Type/Other	  Info	  
Sort	  
code	  

Wild	  
Card	  

HS	   10	   50	  
70	  
90	  

MIN=	  Multi-‐Volt,	  Internal,	  No	  Dim	  

MID	  =	  Multi-‐Volt,	  Internal,	  Dimmable	  

	  

CA09	  =	  Clear,	  Acrylic,	  90	  
Deg	  

CA12	  =	  Clear,	  Acrylic,	  120	  
Deg	  

740	  =	  >70CRI,	  
4000K	  

750	  =	  >70CRI,	  
5000K

840	  =	  >80CRI,	  
4000K

850	  =	  >80CRI,	  
5000K

C0	  	  =	  Cable	  
Mount	  

C1	  =	  Cable	  
Mount,	  Motion	  

Sensor

C2	  =	  Cable	  
Mount,	  Step	  Dim

H0	  =	  Hook
Mount

P0	  =	  Pendant
Mount

100	   EB	  =	  
Emergency	  
Backup	  

	  	  Example:	  	  HS-‐10-‐50-‐MIN-‐CA12-‐750-‐C0-‐100	  
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SPECIFICATIONS	  
	  

WATTAGE	   50	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  70	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  90	  
LUMENS	   6,250	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  8,750	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  11,250	  
LUMENS	  PER	  WATT	   125	  	  	  	  	  	  	  	  	  	  	  	  	  	  
BEAM	  ANGLE	   90/120degree	  
COLOR	  TEMPERATURES	   4000/5000K	  
INPUT	  VOLTAGE	   AC100-‐277V	  
HERTZ	   50/60HZ	  
CRI	   >70/>80(	  Optional)	  
LED	  L70	  LIFETIME	   100,000hrs	  
MOUNTING	  OPTIONS	   Cable	  Mount,	  Surface	  Mount,	  Pendant	  Mount	  
CONTROL	  OPTIONS	   1-‐10V	  dimming,	  Dali	  control,	  Microwave	  motion	  

sensor	  control	  and	  ZigBee	  
DIMENSIONS	   Ø264*121.5mm	  for	  50W,	  Ø264*172.5mm	  for	  70/90W	  
WEIGHT	   2.5Kg	  for	  50W,	  3.3Kg	  for	  70/90W	  
CERTIFICATIONS	   UL,	  DLC,	  CB,	  CE,	  SAA,	  TUV,	  ENEC	  
WARRANTY	   5	  Year	  
	  

	  

Photometric	  
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Installation	  
	  

	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	   	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  	  
	  

	  

	  
 
 

Operating	  Cost	  Comparison	  

150W	  HID	  
173W	  (incl.ballast)	  
20,000	  
	  
175W	  HID	  
201W	  (incl.ballast)	  
20,000	  
	  
250W	  HID	  
288W	  (incl.ballast)	  
20,000	  
	  
	  
	  
	  

EWM	  50W	  
50W	  
100,000	  
	  
EWM	  70W	  
70W	  
100,000	  
	  
EWM	  90W	  
90W	  
100,000	  
	  
	  

Comparison	  
71%	  reduction	  
5x	  longer	  life-‐	  less	  maintenance!	  
	  
	  
65%	  reduction	  
5x	  longer	  life-‐	  less	  maintenance!	  
	  
	  
69%	  reduction	  
5x	  longer	  life-‐	  less	  maintenance!	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

	  

Product	  enhancements	  may	  result	  in	  specification	  changes	  without	  notice.	  Contact	  us	  for	  the	  latest	  information	  	  




